ENGLISH PART 1  - LAYOUT IDEAS – INCLUDE AN INTROUCTION ( SEE PART 3)
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PART 2  - INTROCUTION AND EXPLAINING HOW TO USE IT. 
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Multijointed and telescoplo Autostarter
cont:rol arm.

Radiator grille in raised position to allow
Autostarter to pass through.

Cranking handle grip.
Engine oraniing handle.
Retracted cooling fan.

Radiator swings back allowing Autostarter
to pass through.

Radiator hose leading to engine.
Telescopic 1asso rope deployment arm.
lLasso electric motor.

Lasso arm control 1inkage.

lLasso rope control and retrieval winch.

Austin bonnet badge swings % degrees and
descends allowing lasso system to operate.

Lasso operator's control handle.

Steering column.

Battery.

Passenger side van support log (retracted).
Mud removal control gearing (see page 7, no. 4\
Gear lever.

Passenger seat support stanchions (shown
folded back to allow seat to ascend through
floor access hatch (see page 61

Driver's seat support stanchions shown in
deployed position. |
Floor access hatch.

safety warning light.

Humane mice knookout gas oylinder.

‘Operation clean-up' bucket.
Shears.

Rabbit grabbor.
Binoculars.

Hammer.
sink plunger.
Post-catching net.

End of step ladder (stowed on left side of van
compartment).

Humane rat: knookout: gas cylinder.
wire cutters.

spade. |
Puppet; operatar's control harness.

Puppet. operator's saddle.
Right arm control cord.
Left arm control cord.
Right foot control card.
Left, foot: control card.
Eyebrow control pedal
Flexible puppet support column.

nigh-strength puppet subframe wrapped
in chicken wire.

Fully sprung leg movement 1inkage.

Central control column (through which
eyobrow control cord is fed.

Heavy-duty elastic bands.
Chicken wire upper body.
Fake fur for extra rabbit authenticity.

Body curvature specially designed to
attract the were-rabuit.

Bow for feminine touch
Fully sprung arm movement. 1inkage.
Colourful female rabbit 1ip gloss.
Plastic balls painted to resemtile
pearls for added allure.

Left winking eyebrow controlled via
cord from foot. pedal.
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t is probably best to think
of this contraption as a
high-powered air gun, which is

designed to fire porridge
either ready-mixed from a tank
or made from dry porridge oats
and water using the on-board
mixer. The domestic Version
(shown here) is mounted on a
substantial metal base unit,
which is motorised and
steerable to allow for
convenient positioning at the
breakfast table. A modified
version, the ‘Sud Cannon, is
fitted to the sidecar of the
motorbike and used for Wallace
and Gromit's window-cleaning
business (see page 5.
Ready-mixed or ‘wet’ porridge
is stored in a tank, held high
behind the cannon, from where
it is drawn through a flexible
pipe to the mixer and then
into the porridge firing
chamber. The chamber is then

compressed by a high-pressure
Pneumatic ram, driven by air
from & pump within the base
unit. This compacts the
porridge within the chamber
and forces it from the barrel
of the cannon at high speed.
vhen used in ‘automatic fire
mode’ this whole operation can
be repeated several times a
second and continue
indefinitely (or until the
porridge tank is empty)

A control panel on the front
of the base unit features a
master on/off switch together
with various programming
controls and status lights.
These may be used to control
the speed and aim of fire plus
the consistency of the porridge
itself. Finally, a remote-
control start/stop button is
connected by a cable to the
porridge cannon for added
convenience.
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( vanuseript holder.

® Bdit-o-Matic keyboard.

@ Typesetting visual display-

® Mug of tea.

© Tea urn.

® printing paper Toll.

(» Printing ink pump.

@ Correction fluid pump.

@ Cooling vents.

® page layout mechanics housing:

@ Flat bed process camera adds photos J

and drawings to page 1ayouts.

@ Pages are printed and trinmed, ready
for binding.

@ Finished pages tray.




